TYPE
MODEL
YEAR
DETAIL

PART

TORSION BAR

NA - NF 4 Cyl (1983 - 1991)
NH, NJ 4 Cyl (1991 - 1994)
NF - NG V6 (1988 - 1991)
LWB

Heavy Duty

Rate Increased

Length 1282mm

Check Length Before
Ordering 1 TB43-200

V6 & TDi (1995 - 2000)

Heavy Duty

Rate Increased
Length 1307mm
Check Length Before

Ordering 1 TB43-203

SHOCK ABSORBER

Pre 06/1991

Heavy Duty Twin Tube Gas
07/1991 on

Heavy Duty Twin Tube Gas

NUMBER

2 GS43-082

2 GS43-082S

y o axa 4 MITSUBISHI MITS-54

: Pajero
: NA - NF, NH, NJ, NK
: 1983 - 2000, Pre-1991 (NA - NF)

: SWB & LWB
Rear Leaf Spring Suspension

Dobinsons"

PART
NUMBER

REAR

LEAF SPRING
SWB

3+1 Leaves
Raised Height (40mm Lift)
Up to 100Kg Constant Load

LwWB

441 Leaves
Raised Height (40mm Lift)
Up to 100Kg Constant Load

SHACKLE BUSH KIT

Kit Contains:
Ol . 4 x SPF244
4 x PB43-1528
4 x PB43-1527 1 PB43-1015K
U-BOLT KIT
: Kit Contains:
2 x UB43-671 2 UB43-671K
SHOCK ABSORBER
Comfort Option

Twin Tube Gas
Medium Load

2 PAJ-3+1-R

2 PAJ-4+1-R

o, o] 2 GS59-649

2 GS59-651

A

Heavy Duty Twin Tube Gas

Greasable: Fit in Pairs 2 SK43-037

Prices are subject to change without notice. Torsion Bars: Sold in Pairs.
Coil Springs: Sold in Pairs - Letter Indicates Price Code (A), (B), (C) etc.

*Raised Height Measurements are

Listed as a Guide Only JAN18 Rev 2




